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hue 


adirond  ack 


FACTS 

Company  Name: 

Adirondack  Stone  Quarries,  Inc. 
Quarry  Location: 

Malone,  New  York 
Geological  Designation: 

Quartzitic  Sandstone 
Texture: 

Fine  grained 
Chemical  Composition: 

Not  Avai  I  able 
Physical  Test: 

Absorption  of  moisture  -  1.25% 

CLASSIFICATIONS 

Random  Ashlar 
Coursed  Ashlar 


Strength: 

Crushing  strength  -  37,400  pounds 
per  sq.  in. 

Weight: 

157  pounds  per  cu.  ft. 

Surface  Coverage: 

40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.55  per  sq.  ft. 
material  only 


COLOR  RANGES 

Predominantly  pink,  buff  and  gray 


PATTERNS 


SIZES 


Random  Ashlar  using  stones  of  varying 
heights  and  lengths  with  joints  1/2" 
to  3/4"  .  (left  sketch) 

Coursed  Ashlar  using  stones  of  the 
same  approximate  height. 

Projections  may  be  used  to  create 
ruggedness  if  desired,  (right  sketch) 


Heights  -  I"  to  8" 

Lengths  -  I1  to  4' 

Bed  thickness  -  3  1/2"  to  4" 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Adirondack  Hue  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  Adirondack  Hue  Split  Face  as  produced  by  the  Adirondack  Stone  Quarries, 
Inc.,  Malone,  New  York  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc., 

404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a  (  see  classification  ) 
pattern  using  (  see  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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FACTS 


argillite 

PRINCETON  STONE 


Company  Name: 

Delaware  Quarries 
Quarry  Location: 

Byrum,  New  Jersey 
Geological  Designation: 

Locatong  Argi llite 
Texture: 

Very  fine 

Chemical  Composition: 

SIO2  -  48.28% 
fe2o3  -  trace 
Al203  -  19.48% 

CaO  -  2.05% 

MgO  -  4.74% 

Na20  -  7.41% 

Physical  Test: 

Absorption  of  moisture  -  1.7% 

CLASSIFICATIONS 

Sawed  Bed  Ashlar 

Hand  Cut  Random  Rectangular 

Random  Rubble 

PATTERNS 

Sawed  Bed  Ashlar  using  a  three  rise 
pattern,  (left  sketch) 

Hand  Cut  Random  Rectangular  using 
rectangular  shaped  stones  of  varying 
sizes,  (right  sketch) 

Random  Rubble  using  the  stone  as  it 
comes  with  very  little  cutting. 


Strength: 

Crushing  strength  -  11,600  pounds 
per  sq .  in . 

Weight: 

150  pounds  per  cu.  ft. 

Surface  Coverage: 

Sawed  Bed  -  40  sq.  ft.  per  ton 

Hand  Cut  -  30  sq.  ft.  Per  t°n 

Rough  Rubble  -  4"  Bed  -  40  sq.  ft.  per  ton 

6"  Bed  -  30  sq.  ft.  per  ton 

8"  Bed  -  20  sq.  ft.  per  ton 

Cost: 

Average  Retail  Price  $1.75  to  $3.75 
persq.  ft.  material  only 

COLOR  RANGES 

Deep  brown  to  purple  to  deep  blue 
with  seam  faces  of  gray,  buff  and 
brown 

SIZES 

Sawed  Bed  Ashlar  Heights  -  2  3/4",  6", 

9  1/4" 

Lengths  -  I1  to  4' 

Bed  thickness  -  3  1/2" 
to  4" 

Random  Rectangular  Heights  -  2"  to  9" 
and  Random  Rubble  Lengths  -  I'  to  3‘ 

Bed  thickness  -  4"  or 
6"  or  8"  ' 


CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Argillite  Split  and  Seam  Face  as  shown  and  indicated  on  the 
drawing . 

2.  STONE 

Stone  shall  be  Argillite  Stone  as  produced  by  the  Delaware  Quarries,  Byrum,  New  Jersey 
and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc.,  404  Route  17,  Paramus,  New 
Jersey.  Stone  shall  be  laid  in  a  (  see  classification  )  pattern  using  (  see  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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austone 

The  following  stones  are  covered  by  this  specification: 
CORDOVA  CREME,  CORDOVA  SHELL 


FACTS 

Company  Name: 

Texas  Quarries,  Inc. 

Quarry  Location: 

Austin,  Texas 
Geological  Designation: 

Limestone 

Texture: 

Fine  to  coarse 
Chemical  Composition: 

Silica-0.29;  iron  and  aluminum 
oxides-0.40;  calcium  oxide-55.88; 
sulpuric  anhydride-0.15;  loss  on 
ignition-43.81 
Physical  Test: 

Absorption  of  moisture 
Cordova  Creme  -  11.5 
Cordova  Shell  -  6.4 


Strength: 

Crushing  strength 

Cordova  Creme  -  2,517  pounds 

per  sq .  in , 

Cordova  Shell  -  1,629  pounds  per 
sq .  in . 

Weight: 

125  pounds  per  cubic  foot 
Surface  Coverage: 

50  to  60  sq.  ft.  per  ton  depending 
upon  bed  thickness 
Cost: 

Average  Retail  Price  $1.00  to  $1.25 
persq.  ft.  material  only 


CLASSIFICATION 
Sawed  Bed  Ashlar 


PATTERNS 

Sawed  Bed  Ashlar 

2  rise  pattern  (left  sketch) 

3  rise  pattern  (right  sketch) 


COLOR  RANGES 

Cordova  Creme  -  light  creme  with 

some  buff  veining 
Cordova  Shell  -  light  creme  with 

various  sea- life  fossil 
formations 


SIZES 

Heights  -  2  1/4",  5",  7  3/4 
Lengths  -  1 1 2 3  to  4' 

Bed  thickness  -  3"  or  3  1/2" 


wmmmi 


CLEANING 

Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Austone  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  type  )  Austone  Split  Face  as  produced  by  the  Texas  Quarries,  Inc., 
Austin,  Texas  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc.,  404  Route  17, 
Paramus,  New  Jersey.  Stone  shall  be  furnished  in  either  2  1/4",  5"  and  7  3/4" 
heights  in  the  following  percentages  15%  -  2  1/4",  40%  -  5"  and  45%  -  7  3/4", 
or  2  1/4"  and  5"  heights  in  the  following  percentages  40%  -  2  1/4"  and  60%  -  5". 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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b  I  u  e  s  t  o  n  e 


FACTS 

Company  Name: 

Bergen  Bluestone  Company,  Inc. 
Quarry  Location: 

New  York  and  Pennsylvania 
Geological  Designation: 

Sandstone 

Texture: 

Fine  to  medium  grained 
Chemical  Composition: 

Silica -77. 60%;  alumina-9. 51%; 
iron  oxide-3. 29%;  titanium 
oxide-. 60%;  calcium  oxide-2. 30%; 
magnesium  oxide-1. 41%;  alkalies 
-1.81%;  sulphur  trioxide-.  10%; 
loss  on  ignition -3.  20% 

Physical  Test: 

Bulk  specific  gravity-2. 65%; 
absorption -1 . 4%;  coefficient  of 
hardness-17 

CLASSIFICATIONS 

Random  Ashlar 
Sawed  Bed  Ashlar 
Coursed  Ashlar 

PATTERNS 

Random  Ashlar  using  stones  of  varying 
heights  and  lengths  with  joints  1/2" 
to  3/4".  (left  sketch) 

Sawed  Bed  Ashlar.  Three  rise 
pattern,  (right  sketch) 

Coursed  Ashlar 


Strength: 

Compression  test  (2"  core)  -  12,500 
pounds  per  sq.  in.  dry,  8,  350  pounds 
per  sq.  in.  wet;  modulus  of  rupture 
(7"  span)  -  8, 170  pounds  per  sq.  in. 
dry,  5, 470  pounds  per  sq .  in.  wet 
Weight: 

160  pounds  per  cu.  ft. 

Surface  Coverage: 

40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1 . 10  per  sq.  ft. 
material  only 


COLOR  RANGES 

Blue  gray,  gray  green,  tan  and  lilac 
SIZES 

Random  Ashlar  and  Coursed 
Heights  -  I"  to  5" 

Lengths  -  1 1  to  4' 

Bed  thickness  -  3  1/2"  to  4" 

Sawed  Bed  Ashlar 

Heights  -  2  1/4",  5",  7  3/4" 
Lengths  -  1 1  to  4' 

Bed  thickness  -  3  1/2"  to  4" 


CLEANING 

Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Bluestone  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  Bluestone  Split  Face  as  produced  and  supplied  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a 
(  see  classification  )  pattern  using  (  see  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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brownstone 

RECLAIMED 


FACTS 

Company  Name: 

Bergen  Bluestone  Company,  Inc. 

Quarry  Location: 

Demolished  Buildings 
Geological  Designation: 

Sandstone 

Texture: 

Fine 

Chemical  Composition: 

Not  Available 
Strength: 

Crushing  strength  -  3,500  to  5,500 
pounds  per  sq  .  in . 

CLASSIFICATIONS 

Mosaic 
Coursed 
Hand  Cut 

PATTERNS 

Mosaic  generally  odd  shaped  stone  set 
with  1/2"  to  I  1/2"  joints,  (top  left  sketch) 
Coursed  Ashlar  using  stones  of  same 
height  with  1/2"  joints',  (bottom  left  sketch) 
Hand  Cut  Ashlar  using  stone  of  varying 
heights  and  lengths  cut  into  rectangular 
shapes  with  1/2"  to  3/4"  joints,  (right 
sketch) 


CLEANING 


Weight: 

155  pounds  per  cu.  ft. 

Surface  Coverage: 

Sawed  Bed  -  40  sq.  ft.  per  ton 
Rubble  -  35  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.00  to  $3.00 
per  sq.  ft.  material  only 


COLOR  RANGES 

Light  to  medium  brown 


SIZES 

Mosaic  -  I  sq .  ft.  to  3  sq .  ft.  per  piece 
Coursed  Heights  -  2"  to  14" 

Lengths  -  I1  to  2'  6" 

Bed  thickness  -  3  1/2"  to  4" 
Hand  Cut  Heights  -  4"  to  18" 

Lengths  -  I'  to  3' 

Bed  thickness  -  3  1/2"  to  4" 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt .  17,  Paramus,  N.  J 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Brownstone  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  classification  )  Reclaimed  Brownstone  Split  Face  as  supplied  by  the 
Bergen  Bluestone  Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be 
furnished  in  (  see  patterns  and  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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brownstone 

QUARRIED 


FACTS 

Company  Name: 

McCormic  Long  Meadow 
Quarry  Location: 

East  Long  Meadow,  Massachusetts 
Geological  Designation: 

Sandstone 

Texture: 

Fine 

Chemical  Composition: 

Not  Available 
Strength: 

Crushing  strength  -  3,500  to  5,  500 
pounds  per  sq.  in. 

CLASSIFICATIONS 

Sawed  Bed  Ashlar 

Mosaic 

Coursed 

PATTERNS 

Sawed  Bed  Ashlar  used  in  either  two 
rise  or  three  rise  patterns,  (left  sketch) 
Mosaic  generally  odd  shaped  stone  set 
with  1/2"  to  I  1/2"  joints,  (top  right 
sketch) 

Sawed  Bed  Coursed  Ashlar  using  stone 
of  same  height  with  1/2"  joints,  (bottom 
right  sketch). 

Projections  used  to  create  an  effect  of 
ruggedness  if  desired. 


Weight: 

155  pounds  per  cu.  ft. 

Surface  Coverage: 

Sawed  Bed  -  40  sq.  ft.  per  ton 
Rubble  -  35  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.50  to 
$3.50  per  sq.  ft.  material  only 


COLOR  RANGES 

Light  to  medium  brown 

SIZES 

Sawed  Bed  Heights  -  2  1/4",  5",  7  3/4" 
Lengths  -  I1  to  4‘ 

Bed  thickness  -  3  1/2"  to  4" 
Mosaic  -  I  sq.  ft.  to  3sq.  ft.  per 
piece 

Bed  thickness  -  3"  to  4" 
Coursed  -  Heights  (as  requested) 
Lengths  -  I1  to  3' 

Bed  thickness  -  3  1/2"  to  4" 
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CLEANING 

Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Brownstone  Split  Face,  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  classification  )  Brownstone  Split  Face  as  produced  by  McCormic 
Long  Meadow,  East  Long  Meadow,  Massachusetts  and  as  supplied  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in  either 
2  1/4",  5"  and  7  3/4"  heights  in  the  following  percentaaes  15%  -  2  1/4",  50%  -  5", 
and  35%  -  7  3/4"  or  (  see  patterns  and  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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cactus  canyon 

The  following  stones  are  covered  by  this  specification: 
CACTUS  CANYON  GREEN  CACTUS  CANYON  TURQUOISE 


FACTS 

Company  Name: 

Natural  Stone  Wholesalers 
Quarry  Location: 

Green:  California 
Turquoise:  Arizona 
Geological  Designation: 

Green:  Marble 
Turquoise:  Conglomerate 
Texture: 

Rugged 

Chemical  Composition: 

Not  Available 
Strength: 

Crushing  strength  - 
Green:  12,00  to  13,000  pounds 
per  sq .  in  . 

Turquoise:  9,500  to  10,000  pounds 
per  sq,  in. 

CLASSIFICATIONS 

Mosaic 
Rough  Rubble 

PATTERNS 

Mosaic  or  Rubble  pattern  with 
joints  varying  from  1/8"  to  2" 
using  the  stone  as  it  comes, 

(left  sketch) 


Weight: 

165  pounds  per  cu.  ft. 

Surface  Coverage: 

Average  30  sq.  ft,  per  ton 
Cost: 

Average  Retail  Price  $4.00  per 
sq.  ft.  material  only 


TYPES  AND  COLOR  RANGES 

Green:  Light  green  flecked  with  dark 

green  and  white  spots. 

Turquoise:  Russet  and  lilac  with  deposits 
of  bluish  green  to  flame 
bright  green 

SIZES 

Available  in  sizes  from  spalls  to  2  sq. 

ft.  per  piece. 

Bed  thickness  -  3"  to  6" 


CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


s 


pecification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Cactus  Canyon  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  type  )  Rubble  as  produced  by  the  Natural  Stone  Wholesalers,  Inc., 
1605  South  Post  Oak  Road,  Houston  27,  Texas,  and  as  supplied  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a  (  see 
classification  )  pattern  using  full  range  of  sizes  and  color. 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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Carolina  granite 

The  following  stones  are  covered  by  this  specification: 
CAROLINA  WHITE,  BALFOUR  PINK,  ROWAN  PINK 


FACTS 

Company  Name: 

The  Harris  Granite  Quarries  Company 
Quarry  Location: 

Salisbury,  North  Carolina 
Geological  Designation: 

Granite 

Texture: 

Medium 

Chemical  Composition: 

Si lica-74. 40%;  aluminum  oxide 
-14.90%;  loss  on  ignition-0. 40%; 
manganese  dioxide-0. 90%;  ferric 
oxide-0. 80%;  calcium  oxide 
-1.10%;  magnesium  oxide-0. 43%; 
potassium  oxide -2. 40%;  sodium 
oxide-4. 90% 

CLASSIFICATIONS 

Random  Rectangular  Ashlar 
Mosaic 

Random  Rubble 
PATTERNS 

Random  Rectangular  using  stones  in 
rectangular  square  shapes  with  1/2" 
to  3/4"  joints,  (left  sketch) 

Mosaic  using  stones  of  varying  sizes 
and  shapes  to  create  an  irregular 
pattern  with  joints  from  1/2"  to  3". 
(top  right  sketch) 


Random  Rubble  using  stones  as  they 
come  with  joints  from  1/2"  to  2". 
(bottom  right  sketch) 


CLEANING 


Strength: 

Crushing  strength  -  34,700  to  51,900 
pounds  per  sq  .  in  . 

Weight: 

165  pounds  per  cu.  ft. 

Surface  Coverage: 

35  sq.  ft.  per  ton,  3  1/2"  bed 
Cost: 

Average  Retail  Price  $1.20  per  sq.  ft. 
material  only 


TYPES  AND  COLOR  RANGES 
Carolina  White  -  Light  gray  white  with 

small  flecks 

Balfour  Pink  -  Redish  pink  to  pale  pink 
Rowan  Pink  -  Gray  white  to  pale 

gray  pink 

SIZES 

Heights  -  3"  to  14" 

Lengths  -  I1  to  3' 

Bed  thickness  -  4",  6"  or  8" 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Carolina  Granite  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  type  )  Carolina  Granite  Split  Face  as  produced  by  the  Harris 
Granite  Quarries,  Salisbury,  North  Carolina  and  as  supplied  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a 
(  see  classification  )  pattern  using  (  see  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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FACTS 


Colorado  stone 


Company  Name: 

Colorado  Stone  Company 
Quarry  Location: 

Longmont,  Colorado 
Geological  Designation: 

Quartzitic  Sandstone 
Texture: 

Fine  grained,  closely  cemented, 
fine  texture 
Chemical  Composition: 

Si  lica-93. 83%;  iron  oxide-1. 22%; 
aluminum  oxide-4. 09%;  titanium 
oxide-trace;  manganese  oxide-trace; 
calcium  oxide-trace;  magnesium 
oxide-trace;  loss  on  ignition-. 79% 

CLASSIFICATIONS 

Random  Ashlar 
Coursed  Ashlar 


Physical  Test: 

Absorption  of  moisture  -  2.5% 
Strength: 

Crushing  strength  -  6,000  pounds 
per  sq .  in . 

Weight: 

156  to  162  pounds  per  cu.  ft. 

Surface  Coverage: 

40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.75  per  sq.  ft. 
material  only 


COLOR  RANGES 

Delicate  light  pink  to  orchid  shades 


PATTERNS 


SIZES 


Random  Ashlar  using  stones  of  varying 
heights  and  lengths  with  joints  1/2” 
to  3/4".  (left  sketch) 

Coursed  Ashlar  using  stones  of  the 
same  approximate  height. 

Projections  may  be  used  to  create 
ruggedness  if  desired,  (right  sketch) 


Heights  -  I"  to  5" 

Lengths  -  I*  to  4‘ 

Bed  thickness  -  3  1/2“  to  4" 


CLEANING 

Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Colorado  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  Colorado  Split  Face  as  produced  by  the  Colorado  Stone  Company, 

Near  Berthoud,  Colorado  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc., 

404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a  (  see  classification  ) 
pattern  using  (  see  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Ston£  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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delaware  sandstone 


FACTS 

Company  Name: 

Delaware  Quarries 
Quarry  Location: 

Lumberville,  Pennsylvania 
Geological  Designation: 

Sandstone  medium  grained 
Chemical  Composition: 

Not  Avai lable 
Physical  Test: 

Absorption  of  moisture  -  2.8% 
Strength: 

Crushing  strength  -  3,800  pounds 
per  sq.  in. 

CLASSIFICATIONS 

Random  Rectangular  Ashlar 
Mosaic 

Random  Rubble 
PATTERNS 

Random  Rectangular  Ashlar  using 
rectangular  and  square  stones  with 
1/2"  to  3/4"  joints,  (left  sketch) 
Mosaic  using  stones  of  varying  sizes 
and  shapes  to  create  an  irregular 
pattern  with  joints  from  1/2"  to  3". 
(top  right  sketch) 

Random  Rubble  using  stones  as  they 
come  with  joints  from  1/2"  to  2"  . 
(bottom  right  sketch) 


CLEANING 


Weight: 

180  pounds  per  cu.  ft. 

Surface  Coverage: 

35  sq.  ft.  per  ton  with  4" 
bed  thickness 
Cost: 

Average  Retail  Price  $1.55  per  sq.  ft. 
material  only 


COLOR  RANGES 

Browns,  grays  and  russet 


SIZES 

Heights  -  3"  to  12" 

Lengths  -  I'  to  3' 

Bed  thickness  -  4",  6"  or  8" 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Delaware  Sandstone  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  Delaware  Sandstone  Split  Face  as  produced  by  the  Delaware  Quarries, 
Lumberville,  Pennsylvania  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc., 

404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a  (  see  patterns  and  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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de la  wa  re  stone 

The  following  stones  are  covered  by  this  specification: 
F1ELDSTONE  BLEND  SPLIT  RIVER  JACKS 


FACTS 

Company  Name: 

Delaware  Quarries 
Quarry  Location: 

Lumberville,  Pennsylvania 
Geological  Designation: 

Sandstone  -G  rani  te 
Texture: 

Medium  to  course 
Chemical  Composition: 

Not  Available 


Physical  Test: 

Absorption  of  moisture  -  1.3%  to  2.3% 
Weight: 

Approximately  165  pounds  per  cu.  ft. 
Surface  Coverage: 

30  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.35  per  sq.  ft. 
material  only 


CLASSIFICATIONS 


TYPES  AND  COLOR  RANGES 


Wall  Stone 
Random  Rubble 
Fieldstone 


Fieldstone  Blend  -  Tans,  gray,  brown, 

rose  and  beige 
Split  River  Jacks  -  (same) 


PATTERNS 

Fieldstone  Blend  using  stones  of 
varying  sizes  which  are  nearly 
rectangular  with  1/2"  to  3"  joints, 
(left  sketch) 

River  Jacks  using  oval  and  round 
stones  exposing  either  the  natural 
face,  the  split  face  or  combination 
of  both,  as  desired.  Joints  vary 
from  1/2"  to  3".  (right  sketch) 


SIZES 

Fieldstone  Blend 

Fleights  -  3"  to  16" 

Lengths  -  6"  to  24" 

Bed  thickness  -  4"  to  6" 
River  Jacks  -  1/2  to  2  sq.  ft.  per  piece 
Bed  thickness  -  3  1/2"  to  4" 


CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Delaware  Stone  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  type  )  Delaware  Stone  Split  Face  as  produced  by  the  Delaware 
Quarries,  Lumberville,  Pennsylvania  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc., 
404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a  (  see  patterns  and  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 


8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 


desert  onyx 


FACTS 

Company  Name: 

Utah  Calcium  Company,  Inc. 
Quarry  Location: 

Salt  Lake  City,  Utah 
Geological  Designation: 

Agate 

Texture: 

Fine 

Chemical  Composition: 

Not  Avai  labl  e 
Physical  Test: 

Absorption  of  moisture  -  0.9% 

CLASSIFICATIONS 

Mosaic 
Rough  Rubble 

PATTERNS 

Mosaic  pattern  with  joints  varying 
from  1/2"  to  2".  (left  sketch) 
Rough  Rubble  pattern  using  the 
stone  as  it  comes  with  no  dressing. 


Strength: 

Crushing  strength  -  16,710  pounds 
per  sq  .  in . 

Weight: 

150  pounds  per  cu.  ft. 

Surface  Coverage: 

35  to  40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $2.50  per  sq.  ft. 
material  only 


COLOR  RANGES 

White  to  a  Pale  Peach 

SIZES 

Available  in  sizes  from  spalls 
to  3  sq.  ft.  per  piece. 

Bed  thickness  -  3"  to  4" 


CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Desert  Onyx  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  classification  )  Desert  Onyx  Split  Face  as  produced  by  the  Utah 
Calcium  Company,  Inc.,  Salt  Lake  City,  Utah  and  as  supplied  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in 
(  see  patterns  and  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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georgia  granite 

The  following  stones  are  covered  by  this  specification: 

BLUE  DIAMOND,  CONGAREE,  KERSHAW  PINK 


FACTS 

Company  Name: 

The  Georgia  Granite  Company 
Quarry  Location: 

Elberton,  Georgia 
Geological  Designation: 

Granite 

Texture: 

Fine  to  course 
Chemical  Composition: 

Si lica-74. 40%;  aluminum  oxide 
-14.90%;  loss  on  ignition -0. 50%; 
manganese  dioxide-0. 90%;  ferric 
oxide-0. 80%;  calcium  oxide-1. 10%; 
magnesium  oxide-0. 43%;  soda-4. 10%; 
potash -5. 06%;  sodium  oxide -4. 90% 

CLASSIFICATIONS 
Sawed  Bed  Ashlar 


PATTERNS 

Sawed  Bed  Ashlar.  Two  rise 
pattern,  (left  sketch) 

Three  rise  pattern,  (right  sketch) 
Four  rise  ashlar  also  available  . 
Projections  may  be  used  to  create 
an  effect  of  ruggedness  if  desired. 


CLEANING 


Physical  Test: 

Absorption  of  moisture  -  2.3% 

Strength: 

Crushing  strength  -  25, 180  pounds 
per  sq.  in. 

Weight: 

165  pounds  per  cu.  ft. 

Surface  Coverage: 

40  to  60  sq.  ft.  per  ton  depending 
on  bed  thickness 
Cost: 

Average  Retail  Price  $2.00  to  $2.75 
per  sq.  ft.  material  only 

TYPES  AND  COLOR  RANGES 

Blue  Diamond  -  Gray  white  with  small 

dark  specks  -  fine  grain 
Congaree  “  Light  gray  with  large  black 

specks  -  course  grain 

Kershaw  Pink  -  Pale  pink  with  large  black 

specks  -  course  grain 

SIZES 

Heights  -  2  1/4",  5",  7  3/4",  10  1/2" 

Lengths  -  I1  to  41 

Bed  thickness  -  2",  3"  or  4" 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Georgia  Granite  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  type  )  Sawed  Bed  Split  Face  as  produced  by  The  Georgia  Granite 
Company,  Elberton,  Georgia  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc., 

404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in  2  1/4",  5"  and 
7  3/4"  heights  in  the  following  percentages  15%  -  2  1/4",  50%  -  5"  and  35%  -  7  3/4". 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material .  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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georgia  marble 


FACTS 


The  following  stones  are  covered  by  this  specification: 

CRYSTAL  WHITE,  PINK  ETOWAH,  CREOLE,  CHEROKEE,  WHITE  TO  PALE  PINK, 

GOLDEN  VEIN,  VARIAGATED 


Company  Name: 

The  Georgia  Marble  Company 
Quarry  Location: 

Tate,  Georgia 
Geological  Designation: 

Marble 

Texture: 

Large  sparkling  crystals 
Chemical  Composition: 

Calcium  carbonate -98. 2%; 
magnesium  silicate -1.03%;  silica 
-.48%;  alumina-. 09%;  oxide  of 
iron-. 04%;  moisture-.  16% 

Physical  Test: 

Specific  gravity-2. 71%;  absorption 
of  moisture-. 08%;  abrasive  hardness 
-13.4%;  carbonic  acid  test -slight 
roughening  but  no  granulation 

CLASSIFICATIONS 


Sawed  Bed  Ashlar 
Coursed  Ashlar 

PATTERNS 

Two  rise  Ashlar  pattern,  (left  sketch) 
One  rise  Coursed  pattern,  (right  sketch) 
Projections  may  be  used  to  create  an 
effect  of  ruggedness  if  desired. 


Strength: 

Crushing  strength  -  13,500  pounds 
per  sq.  in.  Crushing  strength 
unaffected  by  freezing  and  thawing 
30  times 
Weight: 

155  pounds  per  cu.  ft. 

Surface  Coverage: 

40  sq.ft,  per  ton 
Cost: 

Average  Retail  Price  $1.25  to  $3.25 
per  sq.  ft.  material  only 


TYPES  AND  COLOR  RANGES 


Crystal  White 

Pink  Etowah 

Creole 

Cherokee 

White  to  Pale  Pink 
Golden  Vein 
Variagated 


-  Very  white  with  some 
gray  streaking 

-  Pink  with  gray  and 
black  streaking 

-  White  and  black  swirls 

-  White  and  silver  gray 
with  gray  streaking 

-  Pale  pink  going  to 
white 

-  White  with  gold 
veining 

-  Pale  pink  with  dark 
gray  and  black  streaking 


SIZES 

Available  in  2  1/4"  and  5"  heights 
Lengths  -  I’  to  4‘ 

Bed  thickness  -  3  1/2"  to  4" 


H§I 


. . 


— 


— 


- - 


- ’ - 


CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Georgia  Marble  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  type  )  Sawed  Bed  Georgia  Marble  Split  Face  as  produced  by  the 
Georgia  Marble  Company,  Tate,  Georgia  and  as  supplied  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in 
2  1/4"  and  5"  heights  in  the  following  percentages  40%  -  2  1/4"  and  60%  -  5". 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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FACTS 


hickory  run 


Company  Name: 

Bergen  Bluestone  Company,  Inc. 
Quarry  Location: 

Southeastern  Pennsylvania 
Geological  Designation: 

Shist 

Texture: 

Rugged 

Chemical  Composition: 

Not  Available 
Physical  Test: 

Absorption  of  moisture  -  1.5% 

CLASSIFICATIONS 

Random  Rectangular 
Mosaic 

Random  Rubble 


Strength: 

Crushing  strength  -  7,000  pounds 
per  cu .  in. 

Weight: 

160  pounds  per  cu.  ft. 

Surface  Coverage: 

40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.25  per 
sq.  ft.  material  only 


TYPES  AND  COLOR  RANGES 

Russets,  brown,  tans,  grays  and  rust 


PATTERNS 

Random  Rectangular  using  stones  in 
rectangular  square  shapes  with  1/2" 
to  3/4"  joints,  (left  sketch) 

Mosaic  using  stones  of  varying  sizes 
and  shapes  to  create  an  irregular 
pattern  with  joints  from  1/2"  to  3". 
(top  right  sketch) 

Random  Rubble  using  stones  as  they 
come  with  joints  from  1/2"  to  2", 
(bottom  right  sketch) 


SIZES 

Heights  -  3"  to  14" 
Lengths  -  6"  to  18" 

Bed  thickness  -  4"  or  6" 


CLEANING 

Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


s  p  e  c  i 


f  i  c  a  t  i  o  n 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Hickory  Run  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  Hickory  Run  Split  Face  as  produced  by  the  Bergen  Bluestone  Company,  Inc., 
404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a  (  see  classification  ) 
pattern  using  (  see  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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e  n  r  o  c 


FACTS 

Company  Name: 

Finger  Lakes  Stone  Company,  Inc. 
Quarry  Location: 

Ithaca,  New  York 
Geological  Designation: 

Sandstone 

Texture: 

Fine 

Chemical  Composition: 

Not  Avai lable 
Physical  Test: 

Absorption  of  moisture  -  1.7% 
withstands  in  excess  of  100  cycles 
alternate  freezing  and  thawing, 
90°  to  30°  below  zero  with 
thorough  wetting  at  each  cycle. 

CLASSIFICATIONS 

Sawed  Bed  Ashlar 
Mosaic 


Strength: 

Crushing  strength  -  27,  500  pounds 
per  sq .  in . 

Weight: 

155  pounds  per  cu.  ft. 

Surface  Coverage: 

40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.00  to 
$1.75  per  sq.  ft.  material  only 


COLOR  RANGES 

Blue  gray,  brown,  rust,  tan 


PATTERNS 

Sawed  Bed  Ashlar  in  either  two 
rise  or  three  rise  patterns,  (left  sketch) 
Mosaic  generally  a  diamond  or  pie 
shaped  stone  set  with  1/2"  to  I  1/2" 
joints,  (right  sketch) 

Projections  may  be  used  to  create 
an  effect  of  ruggedness  if  desired. 


SIZES 

Sawed  Bed  Heights  -  2  1/4",  5",  7  3/4" 
Lengths  -  I1  to  4' 

Bed  thickness  -  3  1/2"  to  4" 
Mosaic  I  sq.  ft.  to  3sq.  ft.  per 
piece. 

Bed  thickness  -  3"  to  4" 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Clepner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


Z1L 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Lenroc  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  classification  )  Lenroc  Split  Face  as  produced  by  the  Finger 
Lakes  Stone  Company,  Inc.,  Ithaca,  New  York  and  as  supplied  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in 
either  2  1/4",  5"  and  7  3/4"  heights  in  the  following  percentages  15%  -  2  1/4", 

50%  -  5",  35%  -  7  3/4",  or  (  see  patterns  and  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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FACTS 


i mes  t  one 


Company  Name: 

Alabama  Limestone  Company 
Quarry  Location: 

Russellville,  Alabama 
Geological  Designation: 

Oolitic  Limestone 
Texture: 

Fine  to  medium 
Chemical  Composition: 

Carbonate  of  lime-98%;  carbonate 
of  magnesia-1 . 5%;  silica-7. 9%; 
alumina-. 58%;  iron  oxide-.  13%; 
water  and  loss-.  11% 

Physical  Test 
Not  Avai lable 

CLASSIFICATIONS 

Sawed  Bed  Ashlar  (Split  Face  or  Sawed  Face) 
Coursed  Ashlar 
Super  Rockwood  Brick 

PATTERNS 

Two,  three  and  four  rise  ashlar 
patterns,  (left  sketch) 

One  rise  coursed  pattern,  (right  sketch) 
Projections  may  be  used  to  create  an 
effect  of  ruggedness  if  desired. 

Limestone  Bricks  in  stacked  bond  or 
standard  brick  bond. 


Strength: 

Crushing  strength  -  4,000  to  7,000 
pounds  per  sq .  in  . 

Weight: 

150  pounds  per  cu.  ft. 

Surface  Coverage:  Ashlar 
45  sq .  ft .  per  ton 
Surface  Coverage:  Bricks 
3.2  bricks  cover  I  sq.  ft. 
including  1/2"  joints. 

Cost: 

Average  Retai  I  Price  $1 .60  per  sq.  ft. 
material  only 


COLOR  RANGES 

Soft  buff  to  silver  gray  with  random 
black  veining 

SIZES 

Sawed  Bed  Ashlar  (Split  Face  or  Sawed  Face) 
Heights  -  2  1/4",  5",  7  3/4",  and  10  1/2" 
Lengths  -  1 1  to  4' 

Bed  Thickness  -  3  1/2"  to  4" 

Limestone  Brick 

16"  x  3  1/2"  x  2  1/4"  heights 

Bond  Bricks  available  on  request 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 
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pecification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Alabama  Veined  Limestone  Split  Face  as  shown  and  indicated  on 
the  drawing . 

2.  STONE 

Stone  shall  be  Alabama  Veined  Limestone  (Split  Face)  or  (Sawed  Face)  (  see  classification  ) 
as  produced  by  the  Alabama  Limestone  Company,  Russellville,  Alabama  and  as  supplied  by 
the  Bergen  Bluestone  Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be 
furnished  in  either  2  1/4",  5"  and  7  3/4"  heights  in  the  following  percentages  15%  - 
2  1/4",  50%  -  5",  35%  -  7  3/4",  or  2  1/4"  and  5"  heights  in  the  following  percentages 
40%  -  2  1/4"  and  60%  -  5" . 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 

Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval.  I7 


indiana  limestone 


FACTS 


Company  Name: 

Indiana  Limestone  Company,  Inc. 

Quarry  Location: 

Bedford,  Indiana 
Geological  Designation: 

Oolitic  Limestone 
Texture: 

Fine  to  medium 
Chemical  Composition: 

Carbonate  of  lime-97. 39%;  carbonate 
of  magnesia-1 .2%;  silica-. 69%; 
alumina-  .44%;  iron  oxide-. 18%; 
water  and  loss-.  10% 

CLASSIFICATIONS 

Sawed  Bed  Ashlar  (Split  Face  or  Sawed  Face) 
Coursed  Ashlar 


Strength: 

Crushing  strength  -  4,000  to  7,000 
pounds  per  sq .  in  . 

Weight: 

150  pounds  per  cu.  ft. 

Surface  Coverage: 

2  and  3  rise  -  45  sq.  ft.  per  ton 
3"  rise  -  60  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1 .25  to  $1 .60 
persq.  ft.  material  only 


COLOR  RANGES 

Gray,  buff,  variagated 


PATTERNS 


SIZES 


Two,  three  and  four  rise  ashlar 
patterns,  (left  sketch) 

One  rise  coursed  pattern,  (right  sketch) 
Projections  may  be  used  to  create  an 
effect  of  ruggedness  if  desired. 


Sawed  Bed  Ashlar  (Split  Face  or  Sawed  Face) 
Heights  -  2  1/4",  5",  7  3/4",  and  10  1/2" 
Lengths  -  1 1  to  4' 

Bed  Thickness  -  3  1/2"  to  4" 

Coursed  Ashlar 
Heights  -  3" 

Lengths  -  2‘  to  5' 

Bed  Thickness  -  3" 
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CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Indiana  Limestone  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  Sawed  Bed  Indiana  Limestone  (Split  Face)  or  (Sawed  Face  Ashlar)  as 
produced  by  the  Indiana  Limestone  Company,  Inc.,  Bedford,  Indiana  and  as  supplied 
by  the  Bergen  Bluestone  Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone 
shall  be  furnished  in  either  2  1/4",  5"  and  7  3/4"  heights  in  the  following  percentages 
15%  -  2  1/4",  50%  -  5",  35%  -  7  3/4",  or  2  1/4"  and  5"  heights  in  the  following 
percentages  40%  -  2  1/4"  and  60%  -  5". 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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oneonta  stone 


FACTS 

Company  Name: 

Oneonta  Stone  Company 
Quarry  Location: 

Alabama  and  Tennessee 
Geological  Designation: 

Quartzitic  Sandstone 
Texture: 

Fine  grained 
Chemical  Composition: 

Silica -93. 83%;  iron  oxide -1.22%; 
aluminum  oxide-4. 09%;  titanium 
oxide-trace;  manganese  oxide- 
trace;  calcium  oxide-trace; 
magnesium  oxide-trace;  loss  on 
ignition-.  79% 

CLASSIFICATIONS 

Random  Ashlar 
Coursed  Ashlar 

PATTERNS 

Random  Ashlar  using  stones  of  varying 
heights  and  lengths  with  joints  1/2" 
to  3/4".  (left  sketch) 

Coursed  Ashlar  using  stones  of  the 
same  approximate  height. 

Projections  may  be  used  to  create 
ruggedness  if  desired,  (right  sketch) 


Physical  Test: 

Absorption  of  moisture  -  2.4% 
Strength: 

Crushing  strength  -  5,  228  pounds 
persq.  in.  against  grain 
Weight: 

160  pounds  per  cu^  ft. 

Surface  Coverage: 

40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.10  per  sq.  ft. 
material  only 


COLOR  RANGES 

Predominantly  pink  with  buff,  gray 
and  brown  combinations 

SIZES 

Heights  -  I"  to  8" 

Lengths  -  I1  to  4' 

Bed  thickness  -  3  1/2"  to  4" 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Oneonta  Tennessee  Split  Face  as  shown  and  indicated  on  the 
drawing. 

2.  STONE 

Stone  shall  be  (  see  color  )  Oneonta  Tennessee  Split  Face  as  produced  by  the 
Oneonta  Stone  Company,  Alabama  and  Tennessee  and  as  supplied  by  the  Bergen 
Bluestone  Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid 
in  a  (  see  classification  )  pattern  using  (  see  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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Pennsylvania  mica 


FACTS 

Company  Name: 

Media  Quarries 
Quarry  Location: 

Swarthmore,  Pennsylvania 
Geological  Designation: 

Mica  Shist 
Texture: 

Smooth  to  rough 
Chemical  Composition: 

Not  Available 
Physical  Test: 

Absorption  of  moisture  -  2.4% 

CLASSIFICATIONS 
Mosaic 
Rough  Rubble 
Sawed  Bed 

Hand  Cut  Random  Rectangular 
PATTERNS 

Mosaic  pattern  using  1/2"  to  3/4" 
joints,  (top  left  sketch) 

Rough  Rubble  using  1/2"  to  3"  joints, 
(bottom  left  sketch) 

Sawed  Bed  Ashlar  with  standard  1/2" 
joint,  (top  right  sketch) 

Hand  Cut  Random  Rectangular  Ashlar 
with  1/2"  to  3/4"  joints,  (bottom 
right  sketch) 


Strength: 

Crushing  strength  -  2,000  to  4,000 
pounds  per  sq.  in. 

Weight: 

160  pounds  per  cu.  ft. 

Surface  Coverage: 

Rough  Rubble  -  35  sq.  ft.  per  ton 
Sawed  Bed  -  sold  by  the  sq.  ft. 
Cost: 

Average  Retail  Price  $1.00  to  $3.50 
persq.  ft.  material  only 

COLOR  RANGES 

Silver  gray  to  gold  and  golden  brown 


SIZES 

Mosaic  and  -  I  to  5  sq.  ft.  per  piece 
Rough  Rubble  -  Bed  thickness  -  3"  to  4" 
Sawed  Mica  -  Heights  -  2  1/4",  5", 

7  3/8"  and  10  1/2" 
Lengths  -  I1  to  3' 

Bed  thickness  -  2"  to  4" 
Hand  Cut  ~  Heights  -  4"  to  16" 

Lengths  -  I'  to  3' 

Bed  thickness  -  3"  to  4" 


CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co. ,404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Pennsylvania  Mica  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  classification  )  Pennsylvania  Mica  as  produced  by  the  Media 
Quarries,  Swarthmore,  Pennsylvania  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc. 
404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  %  Gold  and  %  Silver. 
Stone  shall  be  installed  in  a  (  see  patterns  and  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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FACTS 


pine  log 


Company  Name: 

Georgia  Marble  Company 
Quarry  Location: 

Rydal,  Georgia 
Geological  Designation: 

Quartz 

Texture: 

Rugged 

Chemical  Composition: 

Carbonate  of  lime-2. 43%;  alumina 
-3.60%;  ferric  oxide-1. 1 4%;  silica 
-93.60%;  undetermined-. 40% 

CLASSIFICATIONS 

Rough  Mosaic 
Rough  Rubble 


PATTERNS 

Rough  Mosaic  pattern  with  joints 
varying  from  1/2“  to  4".  (left  sketch) 
Rough  Rubble  pattern  stone  laid  on 
its  natural  bed  with  joints  varying 
from  1/2"  to  2". 


Strength: 

Crushing  strength  -  7,000  pounds 
per  sq .  in . 

Weight: 

160  pounds  per  cu.  ft. 

Surface  Coverage: 

50  sq .  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.35  per  sq.  ft. 
material  only 


COLOR  RANGES 

Regular  Pine  Log:  Ivory,  tan,  red, 

buckskin,  gray,  brown 
and  buff 

Rustic  Pine  Log:  Mostly  two-tone  reds 

and  grays.  Generally 
a  darker  range  of  colors 
than  regular  pine  log. 

SIZES 

Available  in  sizes  from  spalls 
to  4  sq .  ft.  per  piece. 

Thickness  -  2"  to  4".  Thicker  pieces 
on  request. 


CLEANING 


All  P  ine  Log  stone  should  be  washed  down  with  a  5%  solution  of  muriatic  acid. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Pine  Log  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  classification  )  Pine  Log  Split  Face  as  produced  by  the  Georgia 
Marble  Company,  Rydal,  Georgia  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc., 
404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in  (  see  patterns  and 
sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water.  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature  at  the  job 
site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material .  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
with  a  5%  solution  of  muriatic  acid. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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sienna  sandstone 


FACTS 

Company  Name: 

Indiana  Sandstone  Company 
Quarry  Location: 

Bedford,  Indiana 
Geological  Designation: 

Sandstone 

Texture: 

Fine  grained 
Chemical  Composition: 

Not  Avai lable 
Physical  Test: 

Absorption  of  moisture  -  3.4% 

CLASSIFICATIONS 

Sawed  Bed  Ashlar 
Coursed  Ashlar 


PATTERNS 

Sawed  Bed  Ashlar  in  either  two 
or  three  rise  patterns,  (left  sketch) 
One  rise  Coursed  pattern,  (right 
sketch) 

Projections  may  be  used  to  create 
an  effect  of  ruggedness  if  desired. 


CLEANING 


Strength: 

Crushing  strength  -  3,500  to  4,500 
pounds  per  sq .  in . 

Weight: 

150  pounds  per  cu.  ft. 

Surface  Coverage: 

45  to  50  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.00  to  $1.30 
persq.  ft.  material  only 


COLOR  RANGES 

Red,  pink,  brown,  tan,  yellow,  cream 
and  buff 


SIZES 

Sawed  Bed  Heights  -  2  1/4",  5",  7  3/4" 
Lengths  —  1 1  to  4' 

Bed  thickness  -  3"  to  4" 
Coursed  -  Heights  -  2  1/4",  3",  5", 

7  3/4" 

Lengths  -  I1  to  4' 

Bed  thickness  -  3" 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Sienna  Sandstone  Split  Face  as  shown  and  indicated  on  the 
drawing. 

2.  STONE 

Stone  shall  be  Sawed  Bed  Sienna  Sandstone  (Split  Face)  as  produced  by  the  Indiana 
Sandstone  Company,  Inc.,  Bedford,  Indiana  and  as  supplied  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in  a 
full  range  of  color  in  either  2  1/4",  5"  and  7  3/4"  heights  in  the  following  percentages 
15%  -  2  1/4",  50%  -  5",  35%  -  7  3/4",  or  2  1/4"  and  5"  heights  in  the  following 
percentages  40%  -  2  1/4"  and  60%  -  5",  or  3"  coursed. 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval. 


tennessee  marble 


FACTS 

Company  Name: 

Tennessee  Marble  Company 
Quarry  Location: 

Knoxville,  Tennessee 
Geological  Designation: 

Marble 

Texture: 

Fine  grained 
Chemical  Composition: 

Calcium  carbon  ate -99. 46%; 
undetermined  material -0. 54% 

Physical  Test: 

Absorption  of  moisture-. 05%; 
abrasive  hardness-27. 3% 

CLASSIFICATIONS 

Sawed  Bed  Ashlar 
Coursed  Ashlar 

PATTERNS 

Two,  three  and  four  rise  ashlar 
patterns,  (left  sketch) 

One  rise  coursed  pattern,  (right  sketch) 
Projections  may  be  used  to  create 
an  effect  of  ruggedness  if  desired. 


Strength: 

Crushing  strength  -  14,000  to  18,000 
pounds  per  sq.  in . 

Weight: 

170  pounds  per  cu.  ft. 

Surface  Coverage: 

40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.50  per  sq.  ft. 
material  only 


COLOR  RANGES 
Pink,  gray,  cedar 

SIZES 

Heights  -  7/8" ,  2  1/4",  3  5/8",  5", 
7  3/4" 

Lengths  -  I'  to  4' 

Bed  Thickness  -  3  1/2"  to  4" 
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CLEANING 

Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


s 


pecification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Tennessee  Marble  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  Sawed  Bed  Tennessee  Marble  Split  Face  as  produced  by  the  Tennessee  Marble 
Company,  Knoxville,  Tennessee  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc., 
404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in  either  7/8",  2  1/4", 

3  5/8"  and  5"  heights  in  the  following  percentages  10%  -  7/8",  30%  -  2  1/4", 

30%  -  3  5/8"  and  30%  -  5",  or  2  1/4"  and  5"  heights  in  the  following  percentages 
40%  -  2  1/4"  and  60%  -  5" . 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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turquoise  stone 


FACTS 

Company  Name: 

Glen  E.  Fuller  and  Associates 
Quarry  Location: 

Park  Valley,  Utah 
Geological  Designation: 

Quartz 

Texture: 

Rugged 

Chemical  Composition: 

Carbonate  of  lime-2. 43%;  alumina 
-3.60%;  ferric  oxide-1. 14%;  silica 
-93.60%;  undetermined-. 40% 


CLASSIFICATIONS 

Rough  Mosaic 
Rough  Rubble 


PATTERNS 

Rough  mosaic  pattern  with  joints 
varying  from  1/2"  to  4"  .  (left  sketch) 
Rough  Rubble  pattern  stone  laid  on 
its  natural  bed  with  joints  varying 
from  1/2"  to  2" . 


Strength: 

Crushing  strength  -  7,000  pounds 
per  sq .  ft. 

Weight: 

150  pounds  per  cu.  ft. 

Surface  Coverage: 

50  sq .  ft.  per  ton 
Cost: 

Average  Retail  Price  $2.30  per  sq.  ft. 
material  only 


COLOR  RANGES 

Pale  green  to  turquoise 


SIZES 

Available  in  sizes  from  spalls  to 
4  sq .  ft.  per  piece. 

Bed  thickness  -  2"  to  4" 


CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Turquoise  Split  Face  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  classification  )  Turquoise  Split  Face  as  produced  by  Glenn  E.  Fuller 
and  Associates,  Park  Valley,  Utah  and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc., 
404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished  in  (  see  patterns  and 
sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 


24 


Vermont  marble 

The  following  stones  are  covered  by  this  specification: 
EMERALD  WHITE,  EMERALD  GREEN,  SUNSET  BLUE 


FACTS 

Company  Name: 

Green  Mountain  Marble  Company 
Quarry  Location: 

West  Rutland,  Vermont 
Geological  Designation: 

Marble 

Texture: 

Fine  grained 
Chemical  Composition: 

Not  Available 
Physical  Test: 

Absorption  of  moisture  -  0.17% 
Abrasive  hardness  -  9.5% 

CLASSIFICATIONS 

Sawed  Bed  Ashlar 
Coursed  Ashlar 


PATTERNS 

Sawed  Bed  Ashlar  using  two  heights 
with  joints  of  I/2'1 .  (left  sketch) 
Coursed  Ashlar  using  stones  of  one 
height  and  varying  lengths,  (right 
sketch) 

Projections  may  be  used  to  create 
an  effect  of  ruggedness  if  desired. 


Strength: 

Not  Available 
Weight: 

169  pounds  per  cu.  ft. 

Surface  Coverage: 

40  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.75  per  sq.  ft. 
material  only 


TYPES  AND  COLOR  RANGES 

Emerald  White  -  White  with  green  veining 
Emerald  Green  -  Pale  green  with  white 

clouds 

Sunset  Blue  -  Blue  gray  with  white 

clouds 

SIZES 

Heights  -  2  1/4"  and  5" 

Lengths  —  1 1  to  4‘ 

Bed  thickness  -  3  1/2"  to  4" 


CLEANING 

Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co. ,404  Rt.  17,  Paramus,  N.  J. 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Vermont  Marble  Split  Face  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  type  )  Sawed  Bed  Vermont  Marble  Split  Face  as  produced  by  the 
Green  Mountain  Marble  Company,  West  Rutland,  Vermont  and  as  supplied  by  the  Bergen 
Bluestone  Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  furnished 
in  2  1/4"  and  5"  heights  in  the  following  percentages  40%  -  2  1/4"  and  60%  -  5". 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  wrth 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  decrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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westchester  granite 


FACTS 

Company  Name: 

Bergen  Bluestone  Company,  Inc. 
Quarry  Location: 

Westchester  County,  New  York 
Geological  Designation: 

Granite 

Texture: 

Fine  to  medium 
Chemical  Composition: 

Not  Avai  I  able 
Physical  Test: 

Absorption  of  moisture  -  1.3% 

CLASSIFICATIONS 

Hand  Cut  Random  Rectangular 

Mosaic 

Rough  Rubble 


Strength: 

Crushing  strength  -  34,500  pounds 
per  sq .  in  . 

Weight: 

166  pounds  per  cu.  ft. 

Surface  Coverage: 

30  to  35  sq.  ft.  per  ton 
Cost: 

Average  Retail  Price  $1.15  to  $2.50 
per  sq.  ft.  material  only 


COLOR  RANGES 

Dark  to  medium  gray  with  pink  specks 


PATTERNS 

Hand  Cut  Random  Rectangular 
pattern  with  1/2"  to  3/4"  joints, 
(left  sketch) 

Mosaic  pattern  using  1/2"  to  3/4" 
joints,  (top  right  sketch) 

Rough  Rubble  using  1/2"  to  3" 
joints,  (bottom  right  sketch) 


SIZES 

Rectangular  Heights  -  4"  to  18" 

Lengths  -  I1  to  3' 

Bed  thickness  -  3  1/2"  to  12 
Mosaic  and  -  From  spalls  to  pieces 
Rubble  I  to  4  sq.  ft.  per  piece 


CLEANING 

Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co.,  404  Rt.  17,  Paramus,  N.  J 


specification 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  Westchester  Granite  Split  Face  as  shown  and  indicated  on  the 
drawing . 

2.  STONE 

Stone  shall  be  Westchester  Granite  Split  Face  as  produced  by  the  Bergen  Bluestone 
Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey.  Stone  shall  be  laid  in  a 
(  see  classification  )  pattern  using  (  see  sizes  ). 

3.  SETTING 

Stone  shall  be  durable,  sound  and  free  from  cracks.  Stone  shall  be  jointed  in  mortar  with 
no  air  pockets,  and  all  joints  to  be  completely  filled.  No  concave  stone  is  to  be  used. 
Stone  shall  be  laid  free  from  mortar  stains  and  kept  as  clean  as  possible.  Should  the 
stones  become  soiled  with  mud  or  mortar,  it  shall  be  cleaned  with  a  stiff  bristle  brush 
and  water,  (no  acid).  No  stone  work  shall  be  set  in  cold  weather  unless  the  temperature 
at  the  job  site  is  30  degrees  and  rising. 

4.  ANCHORING 

Anchors  shall  be  standard  corrugated  wall  ties  or  other  accepted  anchors.  Anchors  shall 
be  imbedded  in  the  backup  allowing  at  least  three  inches  of  the  anchor  to  extend  beyond 
the  face  of  the  backing  material.  Sufficient  anchors  shall  be  used  in  order  to  provide  at 
least  one  anchor  per  every  three  square  feet  of  stone  veneer. 

5.  MORTAR 

Use  a  good  grade  of  (  name  or  type  )  cement  with  one  part  cement  and  three  parts 
sand  by  volume.  Sand  is  to  be  free  from  iron  and  impurities,  using  only  sufficient  water 
to  effect  thorough  mixing  of  masonry  ingredients. 

6.  JOINTING 

All  joints  shall  be  (recessed  raked)  or  (recessed  tooled)  or  (flush  tooled)  or  (flush  joint) 
or  (weather  joint). 

7.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

8.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architect's 
approval . 
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VENEERED  WALL  (SOLID) 

4"  Veneer  bonded  to  block 
or  concrete  backup  anchored 
with  galvanized  wall  ties. 


CAVITY  WALL 
4"  Veneer  with  2"  cavity  or 
air  space  anchored  to  block 
or  concrete  backup  with  ties. 


BONDED  WALL 
4"  Veneer  bonded  with 
8"  bondstones  to  block 
or  concrete  backup. 
Bondstone  area  -  5% 
to  15%. 


sect  ions 


Battered  solid  stone  wall. 
Stone  may  begin  at  foundation 
line  eliminating  additional 
footings . 


Self-coped  solid  and  veneered 
stone  Wall  bonded  to  block  or 
concrete  backup. 


Double  face  stone  veneered 
wall  bonded  to  block  or 
concrete  backup.  Coped 
with  stone  coping. 
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V  VENEER 
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veneer 


1 

ONE  INCH  VENEER  CAN  BE  FABRICATED  FROM  THE  FOLLOWING  STONES: 


STONE  PAGE  NO. 


AUSTONE . 3 

BLUESTONE . . . .  .  4 

BROWNSTONE  (QUARRIED) . 6 

GEORGIA  GRANITES . 13 

GEORGIA  MARBLES  . 14 

LENROC  .  . . 16 

LIMESTONE  (ALABAMA) . 17 

LIMESTONE  (INDIANA) . .  .  18 

ONEONTA  TENNESSEE  STONE . 19 

SIENNA  SANDSTONE. . 22 

TENNESSEE  MARBLE . 23 

VERMONT  MARBLES  . . 25 


DESCRIPTION 

I"  veneer  can  be  fabricated  from 
most  sawed  bed  stones.  The  I"  veneer 
is  cut  from  standard  wall  depth  stone 
and  then  slotted  to  receive  the  aluminum 
anchoring  clip,  1"  veneer  can  be  applied 
to  any  surface  material,  (Cement  Board 
Preferred),  Joints  are  1/2"  and  are  jointed 
with  cement.  Once  joints  are  filled  it  is 
impossible  to  detect  the  thinness  of  the 
veneer. 


GENERALI  NFORMATION 

Weight:  Average  10  pounds  persq,  ft. 
Sizes:  Height  -  2  1/4"  to  10  1/2" 

Length  -  l1  to  3’ 

Bed  thickness  -  3/4"  to  I  1/4" 
Face:  Rock  Faced 

Sawed  Face 

Combination  Sawed  Face  with 
some  Rock  Face 

Clips:  Heavy  Gauge  Aluminum 

Screws:  Heavy  Duty  Machine  Screws 
Angles:  Aluminum  angle  used  to  support 
base  course. 


*,,,%*« 


I"  Stone  Veneer 
.1/2"  Backup  Board 
Metal  Clip  and  Screw 
Mortar  Joints 


Note:  At  Bottom  Course 
Stone  Rests  On  Continuous 
Metal  Angle 


CLEANING 


Recommend  detergent  and  clear  water  -  NO  ACID 

Alternate  -  BBC  Masonry  Cleaner  as  supplied  by  Bergen  Bluestone  Co. ,404  Rt.  17,  Paramus,  N.  J. 


specification 

1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
wall  facing,  known  as  (  see  material  name  )  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  One  Inch  Sawed  Bed  Veneer  Split  Face  as  produced  by  (  see  company  name  ) 
and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc.,  404  Route  17,  Paramus,  New  Jersey* 
Stone  shall  be  laid  in  a  (  see  classification  )  pattern  using  (  see  sizes  ).  Stone  shall 
be  furnished  in  (  choose  heiqhts  )  heights  in  the  following  percentages  %  (2  1/4"), 

%(5"),  %  (7  3/4"), ^  %  (10  1/2"). 

3.  SETTING 

Stone  shall  be  attached  to  the  backing  material  with  approved  aluminum  clips  and  screws. 

All  base  courses  shall  rest  on  an  approved  aluminum  angle.  All  joints  shall  be  completely 
filled  and  packed  tightly.  Joints  shall  be  (raked)  or  (tooled). 

4.  ANCHORING 

Sufficient  aluminum  clips  are  to  be  used  to  provide  at  least  four  anchoring  points  per  stone. 

All  base  courses  shall  rest  on  full  length  aluminum  angles.  Screws  of  sufficient  length 
shall  be  used  to  effect  a  tight  bond  with  the  backing  material. 

5.  MORTAR 

A  jointing  cement  shall  be  (white)  or  (gray)  or  (black).  Jointing  cement  shall  be  of  two 
parts  sand  and  one  part  cement  by  volume. 

6.  CLEANING 

At  the  completion  of  the  stone  work,  all  stone  work  shall  be  washed  down  thoroughly 
using  masonry  cleaner  as  supplied  by  (  ),  Absolutely  no  acid  is  to  be  used, 

7.  SAMPLE  WALL 

A  sample  panel  shall  be  erected  on  the  job  site  by  the  contractor  for  the  architet‘s 
approval . 
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flagging 


MATERIAL 

-  -  --{■ 

COMPANY  NAME 

COLOR  RANGE 

THICKNESS 

ADIRONDACK  HUE 
(Quartz’ tic  Sandstone) 

Adirondack  Stone  Quarries,  Inc . 
Malone,  New  York 

Buff  to  Li  lac 

1",  1  1/2",  2“ 

+  1/4" 

ALBERENE  I 

(Scac  Stone) 

Alberene  Stone  Corporation 
Schuyler,  Virginia 

Dark  Green 

1"  to  1  1/4" 

BALFOUR  PINK 
(Granite) 

Harris  Granite  Quarries 

Salisbury,  North  Carolina 

Pink,  Rose 

1  1/2" ,  2", 

2  1/2",  3" 

BLUE  DIAMOND 
(Granite) 

Georgia  Granite  Company 

Elbert  on,  Georgia 

Gray  to  Gray  White 

1  1/2",  2", 

2  1/2",  3" 

BLUESTONE 

(Sandstone) 

Bergen  Bluestone  Company,  Inc. 
404  Route  17 

Paramus,  New  Jersey 

Blue  Green-Gray  Green 

1",  1  1/2",  2" 

+  1/4" 

CAROLINA  WHITE 
(Granite) 

Harris  Granite  Quarries 

Salisbury,  North  Carolina 

Gray  White 

1  1/2",  2", 

2  1/2" ,  3" 

COLORADO  STONE 
(Quartz’ tic  Sandstone) 

Colorado  Stone  Company 
Longmont,  Colorado 

Red,  Rose,  Buff 

1/2"  to  3/4" 

1"  to  1  1/2" 

CONGAREE 

(Granite) 

Georgia  Granite  Company 
Elberton,  Georgia 

Medium  Gray 

1  1/2",  2", 

2  1/2" ,  3" 

GEORGIA  MARBLE 
(Marble) 

Georgia  Marble  Company 

Tate,  Georgia 

Etowah  -Pink 
Cherokee  -  White  to 

Si  Iver  Gray 

1"  to  1  1/4" 

material 


TYPE 

EDGES 

RANGE  CF  SIZES 

SURFACE 

TEXTURE 

6"  Multiple  Cut 
Broken  Irregular 

Sewed 

Broken 

I'xl  tc  3'x3' 
i  to  4  sq .  ft. 

Nature!  Cleft 

-  .  ■  ■  - 

Sandy  Irregular 

6"  Multiple  Cut 
Broken  Irreouicr 

w 

S-wec 

Broker, 

6”x6  to  3'x3' 
i  to  3  sq.  ft. 

Sawed 

Send  Rubced 

Smooth 

Very  Smooth 

6"  Multiple  Cut 
(also  cut  to  size) 

Served 

I'xl  to  4'x4' 

Sawed 

Sand  Rue bed 
Hored 

Smooth  wi  th  texture 
Smooth 

Very  Smooth 

6"  Multiple  Cut 
Broken  Irreculcr 
(also  cut  to  size) 

Sowed 

5rc<e"* 

1‘xl'  to  4'x4' 

1  tc  4  sc .  ft. 

Sawed 

Sand  Rubced 

Hored 

Smooth  with  texture 
Smooth 

Very  Smooth 

6"  Multiple  Cut 
Broken  Irreouiar 

S-accec  or  S aw  ec 

D  ¥ 

Dfcxer 

I'xl*  to  3'x3' 
i  to  5  so .  f t . 

Nature;  Cleft 
Sawed 

Send  Rubced 

Rough -Sandy-Irregular 
Smooth 

Very  Smooth 

6"  Multioie  Cut 
(also  c^t  to  size) 

Scv.ec 

I'xl'  tc  4'x4' 

Sawed 

Sand  Rubbed 

Hcned 

Smooth  with  texture 
Smooth 

Very  Smooth 

6"  Multiple  Cut 
Broken  Irreau'ar 

w 

Snapped 

n  r 

^rexe^ 

I'xl'  to  2'x3‘ 

!  to  4  sc .  ft. 

Natural  Cleft 

Sandy  Smooth 

6"  Multipie  Cut 
Broken  Irregular 
(also  cut  to  size' 

V  — -4S  — 
w  •  »  WW 

Brcxe- 

I'xl1  to  4'x4' 
to  4  sq .  ft . 

Sawed 

Sand  Rubbed 
Honed 

Smooth  with  texture 
Smooth 

Very  Smooth 

6"  Multiple  Cut 
Broken  Irregular 

Sawed 

Brcxen 

6  x6'  to  2'x3' 

1  to  3  sq.  ft. 

Sand  Sawed 

Sand  Rubced 

Smooth 

Very  Smooth 
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flagging 


MATERIAL 

COMPANY  NAME 

COLOR  RANGE 

THICKNESS 

KERSHAW 

(Granite) 

Georgia  Granite  Company 
Elberton,  Georgia 

Gray  Pink 

1  1/2",  2", 

2  1/2" ,  3" 

LENROC 

(Sandstone) 

Finger  Lakes  Stone  Company 
Ithaca,  New  York 

Gray,  Blue,  Tan, 
Golden  Brown 

1  1/2",  2", 

2  1/2" 

ONEONTA  STONE 
(Quartzitic  Sandstone) 

Oneonta  Stone  Company 
Birmingham,  Alabama 

Buff,  Brown  to 

Yellow 

1"  to  1  1/2“ 

PENN.  BLACK  SLATE 
(Slate) 

Dailey  &  Son  Slate  Company 

Pen  Argyl,  Pennsylvania 

Blue  Black 

1/2",  3/4", 

1",  1  1/2" 

ROWAN  PINK 
(Granite) 

Harris  Granite  Quarries 
Salisbury,  North  Carolina 

Gray  White  with  Pink 

1  1/2",  2", 

2  1/2",  3" 

SALISBURY 

(Granite) 

Georgia  Granite  Company 
Elberton,  Georgia 

Orange  Pink 

1  1/2",  2", 

2  1/2",  3" 

TENNESSEE  MARBLE 
(Marble) 

Tennessee  Marble  Company 
Knoxville,  Tennessee 

Buff,  Pink,  Cedar 

1"  to  1  1/4" 

VERMONT  MARBLE 
(Marble) 

Green  Mountain  Marble  Co. 
West  Rutland,  Vermont 

White  with  green 
veining 

1"  to  1  1/4" 

VERMONT  SLATE 
(Slate) 

Bergen  Bluestone  Company,  Inc. 
404  Route  17 

Paramus,  New  Jersey 

Red,  Green,  Purple, 
Mottled 

1/2",  3/4",  1", 

1  1/2" 

materia 


TYPE 

EDGES 

RANGE  OF  SIZES 

SURFACE 

TEXTURE 

6"  Multiple  Cut 
Broken  Irregular 
(also  cut  to  size) 

Sawed 

Broken 

I'xl1  to  4'x4' 

1  to  4  sq .  f  t . 

Sawed 

Sand  Rubbed 
Honed 

Smooth  with  texture 
Smooth 

Very  Smooth 

6"  Multiple  Cut 

Sawed 

I'xl1  to  3'x4' 

Sawed 

Sand  Rubbed 

Smooth 

Very  Smooth 

6"  Multiple  Cut 
Broken  Irregular 

Snapped  or  Sawed 
Broken 

I'xl'  to  3'x3' 

1  to  3  sq.  ft. 

Natural  Cleft 
Sawed 

Sand  Rubbed 

Rough -Sandy -Irregular 
Smooth 

Very  Smooth 

6"  Multiple  Cut 
Irregular 

Sawed 

Coped 

6"x6"  to  3'  x3' 

1  to  3  sq.  ft. 

Natural  Cleft 
Sand  Rubbed 
Honed 

Slightly  Rough 

Smooth 

Very  Smooth 

6“  Multiple  Cut 
(also  cut  to  size) 

Sawed 

I'xl1  to  4'x4' 

Sawed 

Sand  Rubbed 
Honed 

Smooth  with  texture 
Smooth 

Very  Smooth 

6"  Multiple  Cut 
Broken  Irregular 
(also  cut  to  size) 

Sawed 

Broken 

I'xl'  to  4'x4' 

1  to  4  sq .  f  t . 

Sawed 

Sand  Rubbed 
Honed 

Smooth  with  texture 
Smooth 

Very  Smooth 

6"  Multiple  Cut 
Broken  Irregular 

Sawed 

Broken 

6"x6"  to  2'x3' 

1  to  3  sq.  ft. 

Sand  Sawed 

Sand  Rubbed 

Smooth 

Very  Smooth 

6"  Multiple  Cut 
Broken  Irregular 

Sawed 

Broken 

6"x6"  to  2'x3' 

1  to  3  sq.  ft. 

Sand  Sawed 

Sand  Rubbed 

Smooth 

Very  Smooth 

6"  Multiple  Cut 
Irregular 

Sawed 

Coped 

6"x6"  to  3'x3' 

1  to  3  sq .  f t . 

Natural  Cleft 
Sand  Rubbed 
Honed 

Slightly  Rough 

Smooth 

Very  Smooth 
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Multiple  Cut  or  Pattern 

-  - 

\  ■  ' 

t 

, .  *  \ 

%  N 

Herringbone 


g  i  n  g 


All  one  size  (diagonal) 


- 

S:  ■  - 

Coursed 


Basket  Weave 


patterns 


European 


All  one  size 


Irregular  (not  fitted) 


flagging 


details 


niwponuniiflUBimii 

Mil  III  IS  i 

Flagging  (  See  Thickness  ) 

I "  -  I  1/2"  Setting  Bed 
4"  Reinforced  Concrete  Slab 
4"  Cinders  or  Gravel 

Flagging  (  See  Thickness  ) 

4"  Sand  Bed 


Flagging  (  See  Thickness  ) 
1 11  -  I  1/2"  Setting 
4"  Concrete  Slab 

Wood  Sub-floor 
Wood  Beams  and  Bracing 


walk  &  path  patterns 


Same  Width  x  Random  Lengths 


Irregular  (Fitted) 


Multiple  C  ut  or  Pattern 


specification 


The  following  specification  covers  installation  in  cement.  Some  materials  can  also  be 
laid  in  a  sand  base. 


1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  setting  of  all  exterior  and/or  interior 
flagstone  known  as  (  see  material  )  shown  and  indicated  on  the  drawing. 

2.  STONE 

Flagstone  shall  be  (  see  thickness  )  (  type  )  (  surface  )  (  edge  ) 

(  material  name  )  flagging  as  produced  by  the  (  see  company  name  ) 
and  as  supplied  by  the  Bergen  Bluestone  Company,  Inc.,  404  Route  17,  Paramus, 

New  Jersey. 

3.  SETTING 

All  flagstone  shall  be  free  from  cracks,  laminations  and  shall  have  little  or  no  warp. 
Flagstone  shall  be  laid  with  a  I"  to  I  1/2"  thick  setting  bed  of  one  part  cement  and 
three  parts  sand  by  volume.  Stone  shall  be  laid  and  tamped  to  level.  Each  stone 
shall  then  be  removed  and  a  coat  of  cement  putty  shall  be  applied.  Stone  shall  then 
be  reset  and  retamped.  Joints  shall  be  cleaned  to  full  depth  of  the  material  and 
allowed  to  remain  clear  until  the  setting  bed  has  hardened. 

4.  JOINTS 

All  joints  shall  be  filled  and  tightly  packed  with  a  cement  mixture  of  one  part  cement 
to  two  parts  sand  by  volume.  All  joints  shall  be  (concave  tooled)  or  (flush  tooled). 

5.  CLEANING 

At  the  completion  of  all  work,  flagstone  shall  be  washed  down  thoroughly  using  (  ) 

masonry  cleaner  as  supplied  by  (  ).  Absolutely  no  acid  is  to  be  used. 

6.  SAMPLES  (Choose  one) 

A.  All  flagstone  shall  match  flagstone  samples  located  in  the  architect's  office. 

B.  A  sample  panel  using  full  size  pieces  shall  be  erected  on  the  job  site  by  the  contractor 
for  the  architect's  approval. 

C.  A  sample  of  the  specified  stone  shall  be  submitted  to  the  architect  for  approval  prior 
to  the  beginning  of  work  by  the  contractor. 
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CUTTING  STOCK 


cutting 


MATERIAL 

COMPANY  NAME 

COMPATIBLE  WITH  FOLLOWING  VENEERS 

BALFOUR  PINK 
(Granite) 

Harris  Granite  Quarries,  Inc. 
Salisbury,  North  Carolina 

Balfour  Pink,  Carolina  White,  Rowan  Pink, 

&  Salisbury 

BLUE  DIAMOND 
(Granite) 

Georgia  Granite  Company 
Elberton,  Georgia 

Blue  Diamond,  Balfour  Pink,  Carolina  White, 
Rowan  Pink,  Salisbury,  &  Kershaw 

BLUESTONE 

(Sandstone) 

Bergen  Bluestone  Company 

404  Route  17 

Paramus,  New  Jersey 

Bluestone,  Pennsylvania  Mica,  Westchester 
Granite,  Lenroc,  Delaware  Stones,  Georgia 
Granite,  Carolina  Granite,  Brownstone, 
Turquoise  Stone,  &  Pine  Log 

BROWNSTONE 

(Sandstone) 

McCormic  Long  Meadow 

East  Long  Meadow,  Mass. 

Brownstone 

CAROLINA  WHITE 
(Granite) 

Harris  Granite  Quarries  Inc. 
Salisbury,  North  Carolina 

Carolina  White,  Rowan  Pink,  Balfour  Pink, 
Salisbury,  Blue  Diamond,  &  Kershaw 

COLORADO  STONE 
(Quartzitic  Sandstone) 

Colorado  Stone  Company 
Longmont,  Colorado 

Colorado  Stone,  &  Oneonta  Stone 

CONGAREE 

(Granite) 

Georgia  Granite  Company 
Elberton,  Georgia 

Congaree,  Kershaw,  &  Blue  Diamond 

GEORGIA  MARBLE 
(Marble) 

Georgia  Marble  Company 
Tate,  Georgia 

Georgia  Marble  of  the  same  "Type" 

KERSHAW 

(Granite) 

Georgia  Granite  Company 
Elberton,  Georgia 

Kershaw,  Congaree,  &  Blue  Diamond 

LENROC 

(Sandstone) 

Finger  Lakes  Stone  Company 
Ithaca,  New  York 

Lenroc,  Bluestone,  Pennsylvania  Mica, 

Georgia  Granite,  &  Westchester  Granite 

stock 


COLOR  RANGE 

THICKNESS 

EDGES 

WIDTH 

LENGTH 

SURFACE 

TEXTURE 

Pink  Rose 

As 

Requested 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

1'  to  8' 

Sand  Sawed 
Rubbed 

Honed 

Polished 

Smooth  with  ridges 
Smooth 

Very  Smooth 

High  Gloss 

Gray 

As 

Requested 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

1'  to  81 

Sand  Sawed 
Rubbed 

Honed 

Polished 

Smooth  with  ridges 
Smooth 

Very  Smooth 

High  Gloss 

Blue  Green  to 
Gray  Green  with 
some  Lilac  to 

Rust  Brown 

1"  to  3" 

4"  and  up 
on  special 
order 

Rock  Faced 
Sawed 

Sand  Rubbed 

1"  to  4' 

1 1  to  6' 

Natural  Cleft 
Wire  Sawed 
Sand  Rubbed 

Rough  Sandy  Irreg. 
Smooth  with  ridges 
Smooth 

Light  to  Reddish 
Brown 

As 

Requested 

Rock  Faced 
Sawed 

Sand  Rubbed 

1"  to  4' 

I1  to  6' 

Bush  Hammerec 
Sand  Sawed 
Sand  Rubbed 

Textured 

Smooth 

Very  Smooth 

Gray  White 

As 

Requested 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

1*  to  8' 

Sand  Sawed 
Rubbed 

Honed 

Polished 

Smooth  with  ridges 
Smooth 

Very  Smooth 

High  Gloss 

Red,  Rose  to 

Buff 

1"  to  2" 

Rock  Faced 
Sawed 

Sand  Rubbed 

1"  to  3' 

I1  to  6' 

Natural  Cleft 
Sand  Rubbed 

Smooth  Sandy 
Smooth 

Medium  Gray 

As 

Requested 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

1'  to  8' 

Sand  Sawed 
Rubbed 

Honed 

Polished 

Smooth  with  ridges 
Smooth 

Very  Smooth 

High  Gloss 

See  "Types" 
under  Georgia 
Marble  Veneer 

7/8",  1  1/4", 

1  1/2",  & 

2  1/4“ 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

1'  to  6’ 

Sand  Sawed 
Sand  Rubbed 
Honed 

Polished 

Slightly  Rough 
Smooth 

Very  Smooth 

High  Gloss 

Gray  Pink 

As 

Requested 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4‘ 

1'  to  8' 

Sand  Sawed 
Rubbed 

Honed 

Polished 

Smooth  with  ridges 
Smooth 

Very  Smooth 

High  Gloss 

Blue  Gray  with 
some  Tan  to 
Golden  Brown 

1"  to  12" 

Rock  Faced 
Sand  Rubbed 
Sawed 

1"  to  4' 

I1  to  6' 

Sand  Sawed 
Sand  Rubbed 

Smooth 

Very  Smooth 
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cutting 


MATERIAL 

COMPANY  NAME 

COMPATIBLE  WITH  FOLLOWING  VENEERS 

LIMESTONE 

(Limestone) 

Alabama  or  Indiana 

Alabama  Limestone  Company 
Russellville,  Alabama 

Indiana  Limestone  Company 
Bedford,  Indiana 

Limestone,  Brownstone,  Carolina  Granite, 
Georgia  Granite,  Lenroc,  Sienna  Sandstone, 
Tennessee  Marble,  Vermont  Marble,  & 
Westchester  Granite 

ONEONTA  STONE 
(Sandstone) 

Oneonta  Stone  Company 
Birmingham,  Alabama 

Oneonta  Stone,  Colorado  Stone,  Pine  Log,  & 
Sienna  Sandstone 

PENN.  BLACK  SLATE 
(Slate) 

Dailey  &  Son  Slate  Company 

Pen  Argyl,  Pennsylvania 

All  Stones 

ROWAN  PINK 
(Granite) 

Harris  Granite  Quarries 
Salisbury,  North  Carolina 

Rowan  Pink,  Carolina  White,  Balfour  Pink,  & 
Salisbury 

SALISBURY 

(Granite) 

Georgia  Granite  Company 
Elberton,  Georgia 

Salisbury,  Carolina  White,  Rowan  Pink,  & 

Balfour  Pink 

TAYLOR  STONE 
(Sandstone) 

Taylor  Stone  Company 
McDermott,  Ohio 

All  Stones 

TENNESSEE  MARBLE 
(Marble) 

Tennessee  Marble  Company 
Knoxville,  Tennessee 

Tennessee  Marble 

VERMONT  MARBLE 
(Marble) 

Green  Mountain  Marble  Co. 
West  Rutland,  Vermont 

Vermont  Marble  of  the  same  "Type" 

VERMONT  SLATE 
(Slate) 

Bergen  Bluestone  Company,  Inc. 
404  Route  17 

Paramus,  New  Jersey 

All  Stone  -  Depending  on  color 
of  slate  to  be  used. 

stock 


COLOR  RANGE 

THICKNESS 

EDGES 

WIDTH 

LENGTH 

SURFACE 

TEXTURE 

Buff,  Gray,  or 
Variagated 

1"  to  12" 

Rock  Faced 
Sawed 

Sand  Rubbed 

1"  to  4’ 

1'  to  8* 

Fine 

Medium 

Course 

Very  Smooth 

Smooth 

Rough  Textured 

Tan  to  Buff  Pink 

1",  1  1/2", 

&  2  1/4" 

Rock  Faced 
Sawed 

Sand  Rubbed 

1"  to  3' 

I1  to  6' 

Natural  Cleft 
Wire  Sawed 
Sand  Rubbed 

Rough  Sandy  Irreg. 
Smooth  with  ridges 
Smooth 

Blue  Black 

7/8"  to  3" 

Sawed 

Sand  Rubbed 
Honed 

1"  to  4' 

1'  to  8' 

Natural  Cleft 
Sand  Rubbed 
Honed 

Irregular 

Smooth 

Very  Smooth 

Gray  White  with 
Pink 

As 

Requested 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

1'  to  8' 

Sand  Sawed 
Rubbed 

Honed 

Polished 

Smooth  with  ridges 
Smooth 

Very  Smooth 

High  Gloss 

Orange  Pink 

As 

Requested 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

I1  to  8' 

Sand  Sawed 
Rubbed 

Honed 

Polished 

Smooth  with  ridges 
Smooth 

Very  Smooth 

High  Gloss 

Gray  or  Tan  Buff 

1"  to  12" 
normal  stock 

1  1/2"  2  1/4" 

Sawed 

Rock  Faced 
Sand  Rubbed 

1"  to  4' 

1'  to  8' 

Sand  Sawed 
Sand  Rubbed 

Smooth 

Very  Smooth 

Gray,  Pink  or 
Cedar 

7/8",  1  1/4", 

1  1/2" ,  2  1/4" 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

1'  to  6' 

Sand  Sawed 
Sand  Rubbed 
Honed 

Polished 

Slightly  Rough 
Smooth 

Very  Smooth 

High  Gloss 

See  "Types" 
under  Vermont 
Marble  Veneer 

7/8",  1  1/4", 

1  1/2",  & 

2  1/4" 

Rock  Faced 
Sand  Rubbed 
Honed 
Polished 

1"  to  4' 

I1  to  6' 

Sand  Sawed 
Sand  Rubbed 
Honed 

Polished 

Slightly  Rough 
Smooth 

Very  Smooth 

High  Gloss 

Gray  Green,  Red, 
Purple,  and 
Mottled 

1"  to  3" 

Sawed 

Sand  Rubbed 
Honed 

1"  to  3' 

1’  to  6' 

Natural  Cleft 
Sand  Rubbed 
Honed 

Irregular 

Smooth 

Very  Smooth 
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cutting  stock  details 


TREADS  and  RISERS 

Sand  Rubbed  Sawed  Edge  Tread 


Sand  Rubbed  Sawed  Edge  Riser 
Natural  Cleft  Rock  Faced  Edge  Tread 


4"  Split  Face  Veneer  Riser 


COPING 

Sand  Rubbed  Sawed  Edge  Coping  (left) 
Natural  Cleft  Rock  Faced  Coping  (right) 

(  Doweling  Optional  ) 


BORDER 


Natural  Cleft  Rock  Faced  Border 


SILLS  and  STOOLS 

Sand  Rubbed  Sawed  Edge  Stool 


Natural  Cleft  Rock  Faced  Sill 


specification 


Applications  covered  by  this  specification: 


TYPES: 

COPINGS,  TREADS,  RISERS,  BORDERS,  SILLS,  STOOLS,  HEARTHS  and  MANTELS 

1.  WORK  INCLUDED 

This  contract  shall  include  the  furnishing  and/or  erecting  of  all  exterior  and/or  interior 
(  see  material  )  (  types  -  one  or  more  of  above  )  as  shown  and  indicated  on  the  drawing. 

2.  STONE 

Stone  shall  be  (  see  thickness  )  (  surface  )  (  edge  )  (  material  name  )  as 
produced  by  (  see  company  name  )  and  supplied  by  Bergen  Bluestone  Company,  Inc., 

404  Route  17,  Paramus,  New  Jersey. 

3.  SAMPLES 

Samples  of  the  specified  stone  shall  be  submitted  to  the  architect's  office  by  the 
contractor  for  approval  before  ordering  or  fabrication  of  stone. 

4.  WORKING  DRAWINGS 

All  working  drawings  shall  be  forwarded  to  the  architect  for  approval  before  ordering 
or  fabrication  of  stone. 
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aggregates  &  ground  cover 


MATERIAL 

TYPE 

COLOR 

SIZE 

PRICE  ^ 

Cherokee 

Ovals 

White 

#8  -  3/4"  to  1  1/4" 

$5.00 

Cherokee 

Ovals 

White 

Jumbo  -  2"  to  2  1/2" 

5.00 

Crystal  White 

Chip 

White 

#3  -  3/8"  to  1/2" 

2.60 

Crystal  White 

Chip 

White 

#8  -  1"  to  1  1/2" 

3.00 

Bianco 

Chip 

White 

#3  -  3/8"  to  1/2" 

2.63 

Dolemite 

Chip 

Gray  White 

#3  -  3/8"  to  1/2" 

1.25 

Onyx  Jem  Stones 

Ovals 

Off  White 

#8  -  3/4"  to  1  1/4" 

9.50 

Etowah  Pink 

Chip 

Pink 

#3  -  3/8"  to  1/2" 

3.50 

Etowah  Pink 

Ovals 

Pink 

#8  -  3/4"  to  1  1/4" 

7.00 

Etowah  Pink 

Ovals 

Pink 

Jumbo  -  2"  to  2  1/2" 

7.00 

Tennessee  Pink 

Chip 

Pink 

#3  -  3/8"  to  1/2" 

3.60 

Tennessee  Special 

Chip 

Pink 

#3  -  3/8"  to  1/2" 

3.60 

Tennessee  Dark  Cedar 

Chip 

Rose 

#3  -  3/8"  to  1/2" 

3.60 

Rose  Verona 

Chip 

Rose 

#3  -  3/8"  to  1/2" 

5.60 

Alpine  Red 

Chip 

Red 

#3  -  3/8"  to  1/2" 

5.00 

Oxblood  Red 

Chip 

Red 

#3  -  3/8"  to  1/2" 

5.00 

Natural  Red 

Chip 

Red 

#3  -  3/8"  to  1/2" 

5.00 

Red  Verona 

Chip 

Red 

#3  -  3/8"  to  1/2" 

5.60 

Red  Champlain 

Chip 

Red 

#3  -  3/8"  to  1/2" 

5.00 

Cardiff  Green 

Chip 

Green 

#3  -  3/8"  to  1/2" 

4.75 

Royal  Green 

Chip 

Green 

#3  -  3/8"  to  1/2" 

5.50 

Keystone  Green 

Chip 

Green 

#3  -  3/8"  to  1/2" 

6.50 

Raven  Black 

Ovals 

Black 

#8  -  3/4"  to  1  1/4" 

9.50 

Raven  Black 

Ovals 

Black 

Jumbo  -  2"  to  2  1/2" 

9.50 

Regal  Blue 

Chip 

Blue 

#3  -  3/8"  to  1/2" 

4.10 

Old  Texas  Yellow 

Chip 

Yel  low 

#3  -  3/8"  to  1/2" 

4.75 

Botticino 

Chip 

Yel  low 

#3  -  3/8"  to  1/2" 

5.60 

Yel  low  Verona 

Chip 

Yel  low 

#3  -  3/8"  to  1/2" 

5.65 

Jersey  Shore  Pebbles 

Ovals 

Yel  low  to  White 

Sizes  and  Prices  on  Request 

Delaware  River  Jacks 

Ovals 

Dark  Colors 

Sizes  and  Prices  on  Request 

Notes:  1 .  Special  sizes 
^^2.  Price  quoted 

on  request 

is  for  100  pound  bag 

3.  Approximate  coverage  per  100  pound  bag  -  I"  8-10  sq .  ft.  2"  4-5  sq .  ft.  3"  2-3  sq.  ft. 

4.  Quantity  reduces  cost  up  to  20%  for  6  tons  and  over 


STONE 


feature  rocks 


Pine  Log 
Turquoise 

Cactus  Canyon  Green 

Cactus  Canyon  Turquoise 

Desert  Onyx 

Crystal  White 

Etowah  Pink 

Moss  Rock 

Feather  Rock 

Royal  Green 

Serpentien 

River  Jacks 


COLOR  RANGE 
Yellow,  Buff,  Brown 
Pale  Green 
Medium  Green 
Purple  with  Green  Spots 
Off  White  to  Peach 
White 
Pale  Pink 

Gray  with  Moss  Spores 
Light  Gray  to  Charcoal 
Pale  Green 
Dark  Green 

Dark  Grays,  Tans  and  Blacks 


. . .  .rocks  of  this  nature  require  personal  selection 


stone  dry  wal Is 


STONE  WALL  STYLE 


Broken  Adirondack . 1 

Broken  Bluestone . 1 

Delaware  Valley  Fieldstone . 3 

Delaware  Valley  Sandstone . 2 

Rough  Split  Brownstone . 2 

Broken  Colorado  Stone . 1 

Broken  Tennessee  Stone . 1 

Rubble  Lenroc . 2 

Broken  Thin  Marble . 1 

Rough  Broken  Granite . 2 

Rough  Split  Trap  Rock . 2 

Rubble  Pine  Log . 1  &  2 

Rubble  Turquoise . 1 

Cactus  Canyon  Turquoise . 2 

Cactus  Canyon  Green . 3 


. . .  .refer  to  veneer  section  for  color  range  of  stone  used 
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5 


edging  &  curbing 


Due  to  the  variety  of  materials  used 
for  edging  and  curbing  purposes  the 
following  sections  represent  some  of 
the  typical  categories  of  stone  found 
under  other  sections  of  this  book. 


speciality  flagging 


STONE 

Pine  Log 
Turquoise 

Cherokee  Charcoal 
Pennsylvania  Mica 

(Top  Sketch) 


Flat  River  Jacks  I  to  3  sq.  ft. 
(Bottom  Sketch) 


SIZE 

I  to  4  sq  .  ft . 
I  to  4  sq .  ft . 
I  to  4  sq .  ft . 
I  to  4  sq.  ft. 


Durex  Blocks  3"  x  3" 

Belgian  Blocks  4"  x  5" 

4"  x  9" 

(See  Patterns  Page) 


COLOR  RANGE 
Ivory,  Buff  to  Orange 
Pale  Green  to  Turquoise 
Dark  Gray  to  Black 
Silver  Gray  to  Gold 


Dark  Colors 


Gray  to  Black 
Gray  to  Black 


suggested 


patterns 


creative  materials  require  creative  specifications 
may  we  assist  you? 


37 


ond  stone  m0saic 
<** 


ARRIS  -  a  natural  or  applied  line  on  the  stone  to  which  all  leveling  and  plumbing  is 
measured  from. 


ASKEW  JOINT  -  this  refers  to  angular  vertical  joints.  Askew  joints,  when  used  with 
veneering  stone  generally  produces  a  more  rustic,  untailored  appearance, 

ASHLAR  -  any  stone  regardless  of  dimension,  usually  rectangular,  which  is  laid  up 
in  mortar  using  either  a  regular  or  irregular  pattern, 

BED  -  the  side  of  the  stone  which  is  used  as  a  platform  for  the  next  stone  to  be  laid  on, 

BED  THICKNESS  -  WALL  DEPTH  -  generally  the  thickness  or  the  width  of  the  stone  is 
measured  from  the  front  arris  to  an  average  point  on  the  rear  of  the  stone, 

BOND  STONE  -  used  in  varying  percentages  to  anchor  or  bond  the  stone  veneer  to 
the  backing  material.  Bond  stones  are  generally  cut  to  twice  the  bed  thickness  of  the 
material  being  used.  Five  percent  to  fifteen  percent  bond  stone  is  generally  sufficient 
for  most  applications, 

BORDER  -  a  flat  stone  used  as  an  edging  material,  A  border  stone  is  generally  used 
to  retain  the  field  of  the  terrace  or  platform, 

CEMENT  PUTTY  -  CREAM  -  BUTTER  -  a  thick  creamy  mixture  made  with  pure  cement 
and  water  which  is  used  to  strengthen  the  bond  between  the  stone  and  the  setting  bed, 

COP1 NG  -  a  flat  stone  used  as  a  cap  on  free  standing  walls, 

COURSED  VENEER  -  this  is  achieved  by  using  stones  of  the  same  or  approximately  the 
same  heights.  Horizontal  joints  run  the  entire  length  of  the  veneered  area.  Vertical 
joints  are  constantly  broken  so  that  no  two  joints  will  be  over  one  another, 

CUTTING  STOCK  -  a  term  used  to  describe  slabs  of  varying  size,  finish,  and  thickness 
which  are  used  in  fabricating  treads,  risers,  copings,  borders,  sills,  stools,  hearths, 
mantels  and  other  special  purpose  stones. 

DRESSED  -  HAND  DRESSED  -  the  cutting  of  rough  chunks  of  stone  by  hand  to  create 
a  square  or  rectanqular  shape,  A  stone  which  is  sold  as  dressed  stone  generally  refers 
to  stone  ready  for  installation, 

FACE  -  this  refers  to  the  exposed  portion  of  the  veneer  stone.  The  word  face  can  also 
be  used  when  referring  to  the  edge  treatment  on  various  cutting  stock  materials. 

FLAGSTONE  -  any  stone  which  is  laid  down  on  any  sub-base  and  used  as  a  walking 
surface  or  for  decorative  purposes. 

GAUGED  OR  GAUGING  -  a  grinding  process  to  make  all  pieces  of  material  to  be 
used  together  the  same  thickness. 


HAND  CUT  RANDOM  RECTANGULAR  -  a  pattern  where  all  the  stone  is  hand  cut 
into  squares  and  rectangulars,  Joints  are  fairly  consistent.  Similar  to  sawed-bed 
ashlar  in  appearance, 

HAND  or  MACHINE  PITCH  FACED  -  ROCK  FACED  -  a  finish  given  to  both  veneer 
stone  and  cutting  stock.  This  is  created  by  establishing  a  straight  line  back  from  the 
irregular  face  of  the  stone.  Proper  tools  are  then  used  to  cut  along  the  line  leaving  a 
straight  arris  and  the  intended  rustic  finish  on  the  face. 

HEAD  -  the  end  of  a  stone  which  has  been  tooled  to  match  the  face  of  the  stone.  Heads 
are  used  at  outside  comers,  windows,  door  jams  or  any  place  where  the  veneering  will  be 
visible  from  the  side. 

HONED  -  a  finish  which  is  achieved  by  rubbing  the  material  with  extremely  fine  grained 
abrasives,  A  honed  finish  is  the  smoothest  finish  available  excluding  a  polished  surface, 

UPPING  -  usually  refers  to  flagging  materials.  Lipping  is  caused  when  two  pieces 
of  material  to  be  joined  together  are  slightly  warped  or  twisted  causing  one  or  more 
edges  to  be  higher  or  lower  than  the  adjoining  material, 

MOSAIC  -  a  veneering  which  is  generally  irregular  with  no  definite  pattern.  Nearly 
all  the  stone  used  in  a  mosaic  pattern  is  irregular  in  shape, 

MULTIPLE  CUT  -  PATTERN  CUT  -  this  refers  to  standard  patterns  used  throughout  the 
stone  industry.  These  patterns  are  usually  based  on  multiples  of  3"  or  6",  Stone  that 
is  multiple  cut  or  pattern  cut  is  pre-cut  to  allow  for  1/4"  or  1/2"  joints. 

NATURAL  BED  -  the  setting  of  the  stone  on  the  same  plain  as  it  was  formed  in  the 
ground.  This  generally  applies  to  all  stratified  materials, 

NATURAL  CLEFT  -  this  generally  pertains  to  stones  which  are  formed  in  layers  in  the 
ground.  When  such  stones  are  cleaved  or  separated  along  a  natural  seam  the  remaining 
surface  is  referred  to  a  natural  cleft  surface, 

OUT  OF  WIND  -  generally  refers  to  veneer  stone.  To  be  out  of  wind  is  to  have  the 
arris  of  the  stone  not  in  parallel  or  perpendicular  lines.  Stone  which  is  out  of  wind  has 
an  irregular  or  rustic  appearance. 

PALLETIZED  -  a  system  of  stacking  stone  on  wooden  pallets.  Stone  which  comes  palletized 
is  easily  moved  and  transported  by  modern  handling  equipment.  Palletized  stone  generally 
arrives  at  the  job  site  in  better  condition  than  unpalletized  material. 

POLISHED  -  the  finest  and  smoothest  finish  available  in  stone.  Generally  only  possible 
on  hard,  dense  materials. 

PROJECTIONS  -  this  refers  to  the  pulling  out  of  stones  in  a  veneered  wall  to  give  an 
effect  of  ruggedness.  The  amount  each  stone  is  pulled  out  can  vary  between  1/2"  and 
I  1/2",  Stones  are  either  pulled  out  at  the  same  degree  at  both  ends  or  sometimes  one 
end  is  pulled  out  leaving  the  other  end  flush  with  the  majority  of  veneer. 
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RISE  -  the  word  rise  refers  to  the  heights  of  stone.  Generally  used  in  reference  to 
veneer  stone. 

ROCK  FACED  -  see  Hand  or  Machine  PitcK  Faced 

RUBBLE  -  a  pattern  which  is  generally  made  up  of  stone  as  it  comes  from  the  quarry. 

Little  or  no  dressing  is  used. 

SAND  SAWED  -  this  generally  refers  to  material  surfaces  which  are  derived  from  gang 
sawing.  Gang  saws  are  machines  which  use  oscilliating  steel  blades  and  sand  for  cutting 
stone.  The  resulting  finish  is  generally  smooth  but  textured. 

SAWED  EDGE  -  a  clean  cut  edge  generally  achieved  by  cutting  with  a  diamond  blade, 
gang  saw  or  wire  saw. 

SEMI-RUBBED  -  a  finish  achieved  by  rubbing  by  hand  or  machine  the  rough  or  high 
spots  off  the  surface  to  be  used  leaving  a  certain  amount  of  the  natural  surface  along 
with  the  smoothed  areas. 

SILL  -  a  flat  stone  used  under  windows,  doors  and  other  masonary  openings. 

SNAPPED  EDGE  -  QUARRY  CUT  or  BROKEN  EDGE  -  this  generally  refers  to  a  natural 
breaking  of  a  stone  either  by  hand  or  machine..  The  break  should  be  at  right  angles  to 
the  top  and  bottom  surface. 

SPALLS  -  sizes  may  vary  from  chip  size  to  one  and  two  man  stones.  Spalls  are 
primarily  used  for  taking  up  large  voids  in  rough  rubble  or  mosaic  patterns. 

SPLIT  FACE  -  stone  which  has  been  split  or  broken  either  by  hand  or  machine  into 
usable  veneering  wall  depths.  The  portion  of  stone  exposed  through  a  splitting  or 
breaking  process  is  referred  to  as  the  Split  Face. 

STACKED  BOND  -  veneer  stone  that  is  cut  to  one  dimension  and  installed  with  unbroken 
vertical  and  horizontal  joints  running  the  entire  length  and  height  of  the  veneered  area. 

STOOL  -  a  flat  stone  used  as  an  interior  sill .  Generally  polished  marble  or  slate. 

TREAD  -  a  flat  stone  used  as  the  top  walking  surface  on  steps. 

VENEER  STONE  -  any  stone  used  as  a  decorative  facing  material  which  is  not  meant  to 
be  load  bearing. 

WARPED  -  generally  a  condition  experienced  only  in  flagging  or  flagstone  materials; 
very  common  with  flagstone  materials  that  are  taken  from  the  ground  and  used  in  their 
natural  state.  To  eliminate  warping  in  stones  it  would  be  necessary  to  further  finish 
the  material  such  as  machining,  sand  rubbing,  honing,  or  polishing. 


notes 
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